
TT0802 8” 4G LTE 
ANDROID TABLET
Fast, Flexible & Reliable

Customization Benefits
Empower your workforce with value-generating solutions designed specifically to meet 
the needs of your business.

809 Pinnacle Drive, Suite R
Linthicum Heights, MD 21090

443.718.4333
www.jacs-solutions.com

The fully customizable TT0802 4G LTE 
Android Tablet comes equipped with 
enterprise grade GPS, a large-capacity 
battery, and bright sunlight-readable 
screen, and allows support for a multitude 
of adaptors and connectors. Built with 
security in mind, the TT0802 features 
locked-down firmware and a tamper-
proof application interface.

Hardware

•	Modular platform
•	Seamless infrastructure integration
•	Certified and Compliant

Firmware

•	Secured operating system
•	Mobile device management
•	Controlled user experience

Connectivity

•	Cellular
•	Wi-Fi
•	GPS
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CHIPSET AND CPU
RK3288W Quad-Core Cortex A17, Up to 1.6GHz

BLUETOOTH
Bluetooth 5.0

RAM/ROM
2GB DDR3 / 32GB

AUDIO
3.5mm CTIA earphone jack, Internal Microphone,  
Speaker (2 Watt)

OPERATING SYSTEM
Android 10

PORTS/SLOTS
Micro USB 2.0 OTG, Standard USB 2.0 Type A, Micro SD (up to 
128GB), Micro USB Charging Port, POGO PIN Extender

RESOLUTION
1280 x 800 pixels

BATTERY
3.7V 6200 mAh Lithium-Ion Battery

SCREEN SIZE
8.0 inches

SENSORS
Gravity Acceleration Sensor (G-Sensor), Light Sensor 
GPS: GPS, GLONASS 
SMA Female Interface to enhance GPS performance (Optional 
External GPS Antenna available)

SCREEN SPECIFICATIONS
Brightness up to 400 nits, 5-point Capacitive Touch Panel

OPERATING TEMPERATURE
-4°F to 140°F

CAMERA
Front: 5MP Auto-Focus; Rear: 5MP auto-focus

WEIGHT
1.35 lbs

CELLULAR NETWORK
LTE FDD: B2/B4/B5/B12/B13/B14/B66/B71;  
WCDMA: B2/B4/B5

DIMENSIONS
8.78” x 5.95” x D 0.77”

WLAN
802.11 a/b/g/n/ac Dual-band 2.4GHz / 5GHz

ACCESSORIES
Power Adapter (AC: 100-240V/50-60Hz; DC: USB 5V/2.5A),  
Micro USB cable
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