
TD0611 5G CPE
Fast, Reliable & 
Adaptable

Customization Benefits
Empower your workforce with value-generating solutions designed specifically to meet 
the needs of your business.

809 Pinnacle Drive, Suite R
Linthicum Heights, MD 21090

443.718.4333
www.jacs-solutions.com

Introducing the TD0611 by JACS, a 5G CPE 
powered by Qualcomm X62, offering 
unmatched speed and reliability for urban 
and remote areas. Perfect for remote 
offices, smart homes, and industrial IoT, it 
supports HD streaming, gaming, and real-
time collaboration with lightning-fast 
speeds and ultra-low latency.

Hardware

•	Long product life cycle
•	Seamless infrastructure integration
•	Certified and Compliant

Firmware

•	Highly secure
•	Easy deployment
•	Controlled user experience

Connectivity

• Cellular
• Wi-Fi
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CHIPSET

BCM6756+SDX62

INTERFACES 

1x USB 3.0/ 4x RJ45 GE LAN/ 1x RJ45 GE WAN/ 

1x Reset button/ 1x WPS button/ 1x Powerjack 

RAM/ROM
128MB / 256MB

POWER SUPPLY
12V / 2A

CELLULAR BANDS
5G NR SA: n2/5/12/14/25/30/41/48/66/70/71/77 *
5G NR NSA: n2/5/12/25/30/41/66/71/77  
LTE FDD: B2/4/5/12/13/29/30/66/71
LTE TDD: B41/48/46(LAA)

OUTPUT POWER
23dBm±2dBm

WLAN & CAPACITY
WIFI 6 compatible with 802.11a/b/g/n/ac/ax  
Frequency band: 2.4G & 5G

WEIGHT
2.02 lbs

DIMENSIONS
4.96'' x 5.05'' x 8.54''

FEATURES
WEB GUI/ TR069 remote management/ APN & Dial Settings/  NAT 
support/ Bridge Mode/ Pin Managementṇ !þ >ɊȽȽǈȿǬ 
Message Management/ sim lock/band lock/cell lock support 

OPERATING TEMPERATURE
32°F to 104°F

LED IDICATOR
Power/5G/4G/Wi-Fi/WPS/Internet/Signal strength indicators

CERTIFICATION
FCC/UL/RoHS/WEEE/REACH

5G/4G
3GPP Rel16, CAT 19, 5G NR, Qualcomm® 
Snapdragon™ X62 modem

 TD0611 5G CPE SPECIFICATIONS
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